
MULTIPLE LARGE
DOUBLE

MULTIPLE LARGE
DOUBLE

The multiple downlights are suitable in all projects 
where directional lighting is desired.  These fixtures 
are installed easily, relamping is simple and does not 
require tools.

PROJECT NAME: 

LAMPING: 2 X 75W  PAR 30, INCANDESCENT,
MEDIUM BASE (120V ONLY) 

#8220-PAR-

40°

45° 45°

40°

TILT ANGLE

P.: 514.523.1339   F.: 514.525.6107

SPECIFICATION SHEET

LAST UPDATE: JUNE 23, 2016

BOTTOM VIEW

18" BX CABLE

CONNECTION DUCT

BLACK OXIDE
METAL HOUSING

CEILING
(MAX. THICKNESS 1-1/8")

2 X 75W PAR 30
INCANDESCENT
(NOT INCLUDED)

ANCHOR KEY
(X2, TYP)

ANCHOR KEY
(X2, TYP)

PLASTER FRAME

METAL FRAME WITH
PAINTED FINISH

AJDUSTABLE DIE CAST
ALUM. LAMP HOLDER

W/ PAINTED FINISH

SECTION VIEW

7-1/4"

CONNECTION BOX
(SIZE: 3" X 1-7/8" X 1-1/2")

MEDIUM BASE
WITH COVER

13-3/4"

12-1/4"

5-3/4"

8"

6-3/4"

6-5/16"

PLASTER FRAME
#MUL-220C
DIM.: 17-1/8'' X 9-1/2''
W/ CUT-OUT SLOT
DIM: 13'' x 6-1/2"

CUT-OUT IN CEILING
DIM.: 13" X 6-1/2"

ANCHOR KEY 
(X2,TYP)

 8211 - CROSS BAFFLE

CUT-OUT DIMENSIONS

 8212 - GLASS LENS 
00 - FROSTED 05 - RED
06 - YELLOW     09 - BLUE 
24 - CLEAR

METAL FINISH

10 - METALLIC GRAY

01 - WHITE

TYPE: QTY:

NA - R2

FINISH

DUE TO CONTINUOUS IMPROVEMENTS, THE INFORMATION HEREIN MAY BE CHANGED WITHOUT NOTICE.

ACCESSORIES 
(TO BE ORDERED SEPARATLY)

9320 Boul. St-Laurent 
suite 100, Montréal (Québec)
Canada H2N 1N7


	Check Box1: Off
	Check Box2: Off
	Check Box3: Off
	Check Box4: Off
	NAME: 
	TYPE: 
	QTY: 
	finish: 


