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Recessed luminaire who provides direct lighting. Available as 
single module or continuous runs suitable for interior 
application where general lighting is required.

Source: HE, HO T5 Fluorescent, or compact fluorescent for 1ft 
version (26W quad tube, 4-pin, G24q-3 base),(not included). 
Two configurations available: single (8502) or staggered 
(8522).  Single configurations (8502) available in 1 or 2 lamps 
options. For 28W T5 HE / 54W T5 HO. 

Optics: Available in frosted diffuser, light louver or asymmet-
ric lighting.

Material:
Body: Aluminum extrusion with die cast aluminum cap.
Symmetric reflector: Reflector whitelite®, 92% reflectivity. 
Asymmetric reflector: Miro® aluminum, 94% reflectivity. 
Diffuser: Frosted PMMA acrylic
Darklight louver: aluminum

Electrical: High efficiency electronic ballast 120V or 277V.

Emergency: Emergency ballast available. Maximum 
mounting height= 14ft max. For 28W T5 / 54W T5 HO. 

Dimming: With 0-10V dimming or lutron bus or ecosystem.
Dimming is not available for 5ft lamps version.

Mounting: Installation with "trimless frame kit", to be fastened 
to the gypsum board. The assembly is then finished by taping, 
sanding and painting. The luminaire installs inside the opening 
once painting is completed. Suitable for retrofit or new 
construction.

Finish: White RAL9003 or gray RAL9006 painted finish. 

Weight: TBC

Warranty: 1 year limited warranty.

Certification: cULus listed for damp location.

Ratings: IP20
- 1 x T5 fluorescent tube - 1 or 2 x T5 fluorescent tube

- 26W compact fluorescent
- Staggered T5 fluorescent tube

5-1/2”

4-1/2"

ISOMETRIC VIEW

SECTION VIEW
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LAMPS
USED

Input load
(Amps) 1/2 lamps

Nominal
Length

CONFIGURATION

1x CF120V HE : TBC
120V HO : TBC
277V HE : TBC
277V HO : TBC

11" (280mm)

1CF lamp
01

CUT-OUT: 4⅝" x 11¾" (117mm x 298mm)

1x 2ft120V HE : 0.14/0.28
120V HO : 0.23/0.51
277V HE : 0.07/0.12
277V HO : 0.10/0.19

23⅜" (594mm)

2ft lamp
02

CUT-OUT: 4⅝" x 24⅛" (117mm x 612mm)

= AVAILABLE EM LAMP LOCATION

1x 5ft120V HE : TBC
120V HO : TBC
277V HE : TBC
277V HO : TBC

4'-10⅜" (1484mm)

5ft lamp
05

CUT-OUT: 4⅝" x 4'-11⅛" (117mm x 1502mm)

1x 4ft120V HE : 0.27/0.55
120V HO : 0.53/0.98
277V HE : 0.12/0.23
277V HO : 0.23/0.42

47" (1194mm)

4ft lamp
04

CUT-OUT: 4⅝" x 47¾" (117mm x 1212mm)

2x 4ft120V HE : 0.55/1.10
120V HO : 0.98/1.96
277V HE : 0.23/0.46
277V HO : 0.42/0.84

7'-9½" (2375mm)

4ft lamp 4ft lamp08

CUT-OUT: 4⅝" x 7'-10⅛" (117mm x 2390mm)

3x 4ft120V HE : 0.82/1.65
120V HO : 1.51/2.94
277V HE : 0.47/0.69
277V HO : 0.65/1.26

12
11'-8⅛" (3560mm)

4ft lamp 4ft lamp 4ft lamp

CUT-OUT: 4⅝" x 11'-8¾" (117mm x 3575mm)

1x 3ft120V HE : 0.20/0.41
120V HO : 0.39/0.75
277V HE : 0.09/0.17
277V HO : 0.18/0.32

35¼" (895mm)

3ft lamp
03

CUT-OUT: 4⅝" x 36" (117mm x 914mm)

OPTIONAL EMERGENCY SINGLE 

- EM battery pack option is not available for asymmetric version.
- In emergency mode, each battery pack will power one (1) lamp.
- Chose wich lamp that will be connected to EM using the layout above. 
- Two (2) additionnal conductors will be provided for the wall switch for  
 a total of 5 conductors. 
- For 28W T5 / 54W T5 HO. Maximun mounting height = 14ft Max. 

FOR OTHER LENGTHS CONTACT FACTORY.
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OPTICLENGTHMODEL LAMPING

F26 - 1XCF

1HE - 1XHE 
1HO - 1XHO

2HE - 2XHE

2HO - 2XHO

120 - 120V

277 - 277V

LAMPING

FD - Frosted 

DL - Louver 

AS - Assymmetric

OPTIC

ORDERING INFO SINGLE

OPTION EMERGENCY OPTIONAL DIMMINGVOLTAGE FINISH

01 - White

10 - Gray

FINISHVOLTAGE

Min 01'
01' increments

NOMINAL
LENGTH

OPTION
EMERGENCY

QTY

D1A - Lutron Ecosystem®
 3 wire, wired in factory
D1B - Lutron Ecosystem® H-Series
 BUS supply, wired in factory

OPTIONAL
DIMMING

D10 - 0-10V dimming

SEMI-RECESSED MOUNTING OPTION

IN (MAX 3/8”)

OUT (MAX 2”)

IN

OUT

INSTALLATION INFO

Maximum fixture length per single feed for most requiring options:
120V: 20' for 2HO (16' with dimming)
277V: 52' for 2HO (40' with dimming)
Main feed is located at the beginning of the first section. For longer fixtures 
subsequent feeds are needed. The feeds are located at the beginning of 
the next following section.

Ceiling thickness: Min: 1/8" (3mm), Max 1-3/8" (35mm)
Ceiling clearance: 6-3/8" (162mm)

OPTICAL SPECIFICATION

Staggered version configuration recommended for lengths greater than  6' 
with frosted diffuser.
Frosted diffuser: Delivered assembled for models under 8'. Sections 
longer than 8' to a maximum of 24'  the frosted diffusor is delivered rolled 
up in a separate box. 
Louver: Not available for 1' models or staggered versions.
Assymmetric: Available only in 4 feet increments. Available in one lamp 
only.
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TECHNICAL DATA STAGGERED

LAMPS
USED

Input load
(Amps)

Nominal
Length

CONFIGURATION

2x 3ft120V/HE : 0.41
120V/HO : 0.75
277V/HE : 0.17
277V/HO : 0.32

5'-4¾ (1644mm)

3ft lamp 3ft lamp
06

CUT-OUT: 4⅝" x 5'-5½" (117mm x 1663mm)

1x 3ft
1x 4ft

120V/HE : 0.47
120V/HO : 0.92
277V/HE : 0.21
277V/HO : 0.41

6'-4⅝" (1946mm)

3ft lamp 4ft lamp
07

CUT-OUT: 4⅝" x 6'-5⅝" (117mm x 1965mm)

= AVAILABLE EM LAMP LOCATION

1x 3ft
2x 4ft

120V/HE : 0.74
120V/HO : 1.45
277V/HE : 0.33
277V/HO : 0.64

9'-9¼" (2978mm)

3ft lamp 4ft lamp 4ft lamp
10

CUT-OUT: 4⅝" x 9'-10" (117mm x 2997mm)

2x 3ft
1x 4ft

120V/HE : 0.68
120V/HO : 1.28
277V/HE : 0.29
277V/HO : 0.55

8'-9⅜" (2702mm)

3ft lamp 3ft lamp 4ft lamp
09

CUT-OUT: 4⅝" x 8'-10⅛" (117mm x 2695mm)

4x 3ft120V/HE : 0.82
120V/HO : 1.50
277V/HE : 0.34
277V/HO : 0.64

10'-2⅜" (3108mm)

3ft lamp 3ft lamp 3ft lamp 3ft lamp11

CUT-OUT: 4⅝" x 10'-3⅛" (117mm x 3127mm)

3x 3ft
1x 4ft

120V/HE : 0.88
120V/HO : 1.67
277V/HE : 0.38
277V/HO : 0.73

12
11'-2⅛" (3406mm)

3ft lamp 3ft lamp 3ft lamp 4ft lamp

CUT-OUT: 4⅝" x 11'-2⅞" (117mm x 3425mm)

3x 3ft120V/HE : 0.61
120V/HO : 1.14
277V/HE : 0.26
277V/HO : 0.50

7'-9½" (2375mm)

3ft lamp 3ft lamp 3ft lamp
08

CUT-OUT: 4⅝" x 7'-10¼" (117mm x 2394mm)
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LAMPS
USED

Input load
(Amps)

Nominal
Length

CONFIGURATION = AVAILABLE EM LAMP LOCATION

1x 3ft
4x 4ft

120V/HE : 1.29
120V/HO : 2.43
277V/HE : 0.56
277V/HO : 1.06

16'-6⅜" (5038mm)

3ft lamp 4ft lamp 4ft lamp
17

CUT-OUT: 4⅝" x 16'-7" (117mm x 5054mm)

2x 3ft
3x 4ft

120V/HE : 1.23
120V/HO : 2.26
277V/HE : 0.52
277V/HO : 0.97

15'-6⅝" (4740mm)

3ft lamp 3ft lamp 4ft lamp
16

CUT-OUT: 4⅝" x 15'-7¼" (117mm x 4756mm)

5x 4ft120V/HE : 1.37
120V/HO : 2.49
277V/HE : 0.58
277V/HO : 1.07

17'-6⅛" (5337mm)

4ft lamp 4ft lamp 4ft lamp 4ft lamp 4ft lamp18

CUT-OUT: 4⅝" x 17'-6¾" (117mm x 5353mm)

3x 3ft
3x 4ft

120V/HE : 1.48
120V/HO : 2.65
277V/HE : 0.61
277V/HO : 1.15

19
17'-11⅜" (5470mm)

3ft lamp 3ft lamp 3ft lamp 4ft lamp

CUT-OUT: 4⅝" x 18' (117mm x 5486mm)

4x 4ft120V/HE : 1.10
120V/HO : 1.96
277V/HE : 0.46
277V/HO : 0.84

14'-1½" (4305mm)

4ft lamp 4ft lamp 4ft lamp 4ft lamp
15

CUT-OUT: 4⅝" x 14'-2⅛" (117mm x 4321mm)

4ft lamp 4ft lamp

4ft lamp 4ft lamp

2x 3ft
2x 4ft

120V/HE : 0.96
120V/HO : 1.73
277V/HE : 0.40
277V/HO : 0.74

12'-2" (3708mm)

3ft lamp 3ft lamp 4ft lamp 4ft lamp13

CUT-OUT: 4⅝" x 12'-2⅝" (117mm x 3724mm)

4ft lamp 4ft lamp

1x 3ft
3x 4ft

120V/HE : 1.02
120V/HO : 1.90
277V/HE : 0.44
277V/HO : 0.83

14
13'-1¾" (4006mm)

4ft lamp

CUT-OUT: 4⅝" x 13'-2⅜" (117mm x 4022mm)

3ft lamp 4ft lamp 4ft lamp
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OPTIONAL EMERGENCY

- In emergency mode, each battery pack will power one (1) lamp.
- Chose wich lamp that will be connected to EM using the layout above. 
- Two (2) additionnal conductors will be provided for the wall switch for  
 a total of 5 conductors.
- For 28W T5 / 54W T5 HO. Maximum mounting height = 14ft Max.

For other lengths contact factory.

LAMPS
USED

Input load
(Amps)

Nominal
Length

CONFIGURATION = AVAILABLE EM LAMP LOCATION

1x 3ft
6x 4ft

120V/HE : 1.84
120V/HO : 3.41
277V/HE : 0.79
277V/HO : 1.48

23'-3⅝" (7102mm)

3ft lamp 4ft lamp 4ft lamp
24

CUT-OUT: 4⅝" x 23'-4¼" (117mm x 7118mm)

4ft lamp 4ft lamp 4ft lamp 4ft lamp

2x 3ft
5x 4ft

120V/HE : 1.78
120V/HO : 3.24
277V/HE : 0.75
277V/HO : 1.34

22'-3¾" (6801mm)

3ft lamp 3ft lamp 4ft lamp
23

CUT-OUT: 4⅝" x 22'-4⅜" (117mm x 6816mm)

3x 3ft
4x 4ft

120V/HE : 1.71
120V/HO : 3.10
277V/HE : 0.72
277V/HO : 1.34

21'-3⅞" (6500mm)

3ft lamp 3ft lamp 3ft lamp 4ft lamp
22

CUT-OUT: 4⅝" x 21'-4½" (117mm x 6515mm)

4ft lamp 4ft lamp 4ft lamp

4ft lamp 4ft lamp 4ft lamp 4ft lamp

5x 3ft
2x 4ft

120V/HE : 1.57
120V/HO : 2.87
277V/HE : 0.66
277V/HO : 1.24

19'-4¼" (5900mm)

3ft lamp 3ft lamp 3ft lamp 3ft lamp 3ft lamp 4ft lamp 4ft lamp20

CUT-OUT: 4⅝" x 19'-4⅞" (117mm x 5915mm)

4x 3ft
3x 4ft

120V/HE : 1.63
120V/HO : 2.04
277V/HE : 0.70
277V/HO : 1.33

21
20'-4⅛" (6200mm)

4ft lamp

CUT-OUT: 4⅝" x 20'-4⅝" (117mm x 6215mm)

3ft lamp 3ft lamp 3ft lamp 3ft lamp 4ft lamp 4ft lamp

 -         -        -      -         -        -                  -
OPTICLENGTHMODEL LAMPING

1HE - 1XHE 
1HO - 1XHO

120 - 120V

277 - 277V

LAMPING

ORDERING INFO STAGGERED

OPTION EMERGENCY OPTIONAL DIMMINGVOLTAGE FINISH

01 - WHITE

10 - GRAY

FINISHVOLTAGE

Min 06'
01' increments

NOMINAL
LENGTH

OPTION
EMERGENCY

QTY
D1A - Lutron Ecosystem®
 3 wire, wired in factory
D1B - Lutron Ecosystem® H-Series
 BUS supply, wired in factory
D10 - 0-10V dimming

OPTIONAL
DIMMING
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