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Project name:

Type:

pendant luminaire who provides direct lighting. Available as
single module or continuous runs suitable for interior
application where general lighting is required.

Source: HE, HO T5 Fluorescent, or compact fluorescent for 1ft
version (26W quad tube, 4-pin, G249-3 base),(not included).
Two configurations available: single (8502) or staggered
(8522). Single configurations (8502) available in 1 or 2 lamps
options. For 28W T5 HE / 54W T5 HO.

Optics: Available in frosted diffuser, light louver or asymmet-
ric lighting.

Material:

Body: Aluminum extrusion with die cast aluminum cap.
Symmetric reflector: Reflector whitelite®, 92% reflectivity.
Asymmetric reflector: Miro® aluminum, 94% reflectivity.
Diffuser: Frosted PMMA acrylic

Darklight louver: aluminum

Electrical: High efficiency electronic ballast 120V or 277V.

Emergency: Emergency ballast available. Maximum
mounting height= 14ft max. For 28W T5/ 54W T5 HO.

Dimming: With 0-10V dimming or lutron bus or ecosystem.
Dimming is not available for 5ft lamps version.

Mounting: Supplied with aircraft cable suspension 5'
(1500mm) long. To be installed on a standard 4” junction box.

Finish: White RAL9003 or gray RAL9006 painted finish.

Weight: TBC

Warranty: 1 year limited warranty.

Certification: cULus listed for damp location.

Ratings: IP20
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PENDANT Project name:
Type:
TECHNICAL DATA SINGLE
Nominal Inputload LAMPS CONFIGURATION 9) = AVAILABLE EM LAMP LOCATION
Length (Amps) 121amps USED
01 120VHE: TBC 1xCF ==
120V HO : TBC 1CF lamp
277V HE : TBC |« 11" (280mm)
277V HO : TBC
02 120V HE:0.14/0.28 1x2ft BFE———
120V HO : 0.23/0.51 2ftlamp
277V HE : 0.07/0.12 l«—»1 23%" (594mm)
277V HO : 0.10/0.19
03 120V HE:0.20/0.41 1x 3ft [——I
120V HO : 0.39/0.75 sftlamp
277V HE : 0.09/0.17 l«——» 35%" (895mm)
277V HO : 0.18/0.32
04 120V HE:0.27/0.55 1x 4ft %
120V HO : 0.53/0.98 Aft lamp
277V HE : 0.12/0.23 e = 47" (1194mm)
277V HO : 0.23/0.42
05 120V HE : TBC  1x5ft /]
120V HO : TBC Sft lamp
277V HE : TBC e & 410%" (1484mm)
277V HO : TBC
08 120V HE:0.55/1.10 2x 4ft | : ‘ ‘
120V HO : 0.98/1.96 Aftlamp 4ft lamp
277V HE : 0.23/0.46 e 7-9%" (2375mm) —»]
277V HO : 0.42/0.84
12 120V HE:0.82/1.65 3x4ft | ‘ : 1 : \
120V HO : 1.51/2.94 4ft lamp 4ft lamp 4ft lamp
277V HE : 0.47/0.69 | 11-8%" (3560mm) — =]

277V HO : 0.65/1.26

FOR OTHER LENGTHS CONTACT FACTORY.

OPTIONAL EMERGENCY SINGLE

- EM battery pack option is not available for asymmetric version.

- In emergency mode, each battery pack will power one (1) lamp.

- Chose wich lamp that will be connected to EM using the layout above.
- Two (2) additionnal conductors will be provided for the wall switch for

a total of 5 conductors.

- For 28W T5/ 54W T5 HO. Maximun mounting height = 14ft Max.

DUE TO CONTINUOUS IMPROVEMENTS, THE INFORMATION HEREIN MAY BE CHANGED WITHOUT NOTICE.
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PENDANT Project name:
Type:

OPTICAL SPECIFICATION

Staggered version configuration recommended for lengths greater than 6'
with frosted diffuser.

Indirect lighting is supplied with frosted diffuser.

Frosted diffuser: Delivered assembled for models under 8'. Sections
longer than 8' to a maximum of 24" the frosted diffusor is delivered rolled
up in a separate box.

Louver: Not available for 1' models or staggered versions.

Assymmetric: Available only in 4 feet increments. Available in one lamp
only.

INSTALLATION INFO

Maximum fixture length per single feed for most requiring options:

120V: 20" for 2HO (16" with dimming)

277V: 52' for 2HO (40" with dimming)

Main feed is located at the beginning of the first section. For longer fixtures
subsequent feeds are needed. The feeds are located at the beginning of the
next following section, except for the last feed who is located at the end of the
last section of the fixture.

MOUNTING OPTIONS
(ALL PARTS AND HARDWARE ARE INCLUDED)

ALL SUSPENSION FITTINGS AND CANOPY COME IN WHITE FOR OTHER COLORS CONTACT FACTORY.

DEFAULT FACTORY OPTION ALTERNATE OPTION
(TO BE CHANGED ON SITE)
CANOPY
@4 x Vi H CANOPY SUSPENSION
G4V x Ve H FITTING

5'LONG 21/16"
AIRCRAFT CABLE

—e b

Refer to instruction sheet for precise mounting point details.

SUSPENSION & POWER CABLE
ARE AT 5/8" FROM END

ORDERING INFO SINGLE RESET INFO

8506 - - - - - - - -

MODEL LENGTH INDIRECT |DIRECT [OPTIC |VOLTAGE | FINISH |OPTION EMERGENCY |OPTIONALDIMMING

NOMINAL OPTION
LENGTH INDIRECT DIRECT OPTIC VOLTAGE FINISH EMERGENCY
F26 - F26 FD - 120 - 01 - Whi

1XCF Frosted 120V White
Min 01° . ary
01" increments 8 :n(E) ] 11))((:EO 8 :H(E) (O DL - Louver O 277 -277v |(O 10 - Gray
(O 2HE - 2xHE (O 2HE (O AS - Assymmetric

(O 2HO - 2xHO (O 2HO

(O NO -nolamping | () NO OPTIONAL
DIMMING

(O D1A - Lutron Ecosystem®
3 wire, wired in factory
O D1B - Lutron Ecosystem® H-Series
BUS supply, wired in factory
(O D10 - 0-10V dimming
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Project name:

Type:

TECHNICAL DATA STAGGERED

r\ll-omlr:ra\l In(;;\ut Ioa)d LSSIVIIEFI’DS CONFIGURATION 9) = AVAILABLE EM LAMP LOCATION
eng mps

06 120V/HE : 0.41 2x 3ft ]
120V/HO : 0.75 sftlamp Sftlamp
277V/HE : 0.17 l«— 5-4% (1644mm) —»]
277V/HO : 0.32

07 120V/HE : 047 1x3ft [ —=—"—"—"— |
120V/HO : 0.92  1x 4ft sfttamp Aft lamp
277V/HE : 0.21 l«—— 6-4%" (1946mm) —»]
277V/HO : 0.41

08 120V/HE : 0.61 3x 3ft ‘ ‘
120V/HO : 1.14 3ft lamp 3ft lamp 3ft lamp
277V/HE : 0.26 l«—— 7-9%"(2375mm) ——»]
277V/HO : 0.50

09 120V/HE : 0.68 2x 3ft e e ‘
120V/HO : 1.28 1x 4ft 3ft lamp 3ft lamp 4ft lamp
277VIHE : 0.29 l— 8-9%"(2702mm) — ]
277V/HO : 0.55

10 120V/HE : 0.74 1x 3ft ————= =T——— 1]
120V/HO : 1.45  2x 4t Sftlamp 4ftlamp Aft lamp
277V/HE : 0.33 f— 9-9%"(2978mm) — &
277V/HO : 0.64

11 120V/HE : 0.82 4x 3ft ‘ e ]
120V/HO : 1.50 3ft lamp 3ft lamp 3ft lamp 3ft lamp
277VIHE : 0.34 fe— 10-2%" (3108mm) |
277V/HO : 0.64

12 120V/HE : 0.88 3x 3ft == ‘
120V/HO : 1.67 1x 4ft 3ft lamp 3ft lamp 3ft lamp 4ft lamp
277VIHE : 0.38 e 11-21" (3406Mm) ——————————»]
277V/HO : 0.73

DUE TO CONTINUOUS IMPROVEMENTS, THE INFORMATION HEREIN MAY BE CHANGED WITHOUT NOTICE.
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Project name:

Type:

TECHNICAL DATA STAGGERED

Nominal Inputload LAMPS CONFIGURATION 9) = AVAILABLE EM LAMP LOCATION
Length (Amps) USED

13 120V/HE : 0.96 S| G B SIS ‘
120V/HO : 1.73 ox 4ft 3ft lamp 3ft lamp 4ft lamp 4ft lamp
277V/HE : 0.40 ‘ 12'-2" (3708mm) »|
277V/HO : 0.74

14 120V/HE: 1.02 1x3ft 0t ——t =]
120V/HO : 1.90 3x 4ft 3ft lamp 4ft lamp 4ft lamp 4ft lamp
277VIHE : 0.44 - 13'-1%" (4006mm) »|
277V/HO : 0.83

15 120V/HE 1 110 4x4ft Y ——— =]
120V/HO : 1.96 4ft lamp 4ft lamp 4ft lamp 4ft lamp
277V/HE : 0.46 | 14'-1%" (4305mm) -
277VIHO : 0.84

16 120V/HE: 123 2x3ft e = S
120V/HO : 2.26 3x 4ft 3ft lamp 3ft lamp 4ft lamp 4ft lamp 4ft lamp
277V/HE : 0.52 ‘ 15'-6%" (4740mm) |
277VI/HO : 0.97

17 120V/HE : 1.29 1x 3t [/ =r————= =————|
120V/HO : 2.43 Ax 4ft 3ft lamp 4ft lamp 4ft lamp 4ft lamp 4ft lamp
277V/HE : 0.56 ‘ 16'-6%" (5038mm) |
277V/HO : 1.06

18 120V/HE : 1.37 x4ft M —re0e———— =t == — |
120V/HO : 2.49 4ft lamp 4ft lamp 4ft lamp 4ft lamp 4ft lamp
277VI/HE : 0.58 - 17'-6%" (5337mm) |
277VIHO : 1.07

19 120V/HE : 1.48  3x3ft et = Se" \
120V/HO : 2.65 3x 4ft 3ft lamp 3ft lamp 3ft lamp 4ft lamp 4ft lamp 4ft lamp
277V/HE : 0.61 l< 17'-11%" (5470mm) >
277V/HO : 1.15
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PENDANT Project name:

Type:

Nominal Inputload LAMPS CONFIGURATION

Length (Amps) USED ? = AVAILABLE EM LAMP LOCATION

Q ?

20 120V/HE : 1.57 5x 3ft | =T e — \
120V/HO : 2.87 2x 4ft 3ft lamp 3ft lamp 3ft lamp 3ft lamp 3ft lamp 4ft lamp 4ft lamp
277VIHE : 0.66 ) 19'-4%4" (5900mm) -]

277VIHO : 1.24

21 120V/HE : 1.63  4x3ft | e e e e |
120V/HO : 2.04 3x 4ft 3ft lamp 3ft lamp 3ft lamp 3ft lamp 4ft lamp 4ft lamp 4ft lamp
277VI/HE : 0.70 - 20'-4%4" (6200mm) >

277VIHO : 1.33

22 120V/HE : 1.71 3x3ft | e e e |
120V/HO : 3.10 Ax 4Aft 3ft lamp 3ft lamp 3ft lamp 4ft lamp 4ft lamp 4ft lamp 4ft lamp
277VIHE : 0.72 [ 21'-3%" (6500mm) -

277VIHO : 1.34

? Q ? Q Q

23 120VHE:178 2x3ff e = =

120V/HO : 3.24 5x 4ft 3ft lamp 3ft lamp 4ft lamp 4ft lamp 4ft lamp 4ft lamp 4ft lamp

277V/HE : 0.75 - 22"-3%" (6801mm) -

277V/HO : 1.34

Q ? Q ? ? ?

24 120V/HE : 1.84 1x3ft [————= S —— e SIS
120V/HO : 3.41 6x 4ft 3ft lamp 4ft lamp 4ft lamp 4ft lamp 4ft lamp 4ft lamp 4ft lamp
277V/HE : 0.79 ‘ 23'-3%" (7102mm) >

277V/IHO : 1.48

For other lengths contact factory.

ORDERING INFO sTAGGERED | RESET INFO

8526 - - - - FD - - - -

MODEL LENGTH INDIRECT [DIRECT OPTIC |VOLTAGE |FINISH |OPTION EMERGENCY |OPTIONAL DIMMING

NOMINAL OPTION
LENGTH INDIRECT DIRECT VOLTAGE FINISH EMERGENCY
(O 1MHE -1xHE | 1HE (0120 -120v () 01 - WHITE
Min 06" - Qty
ot neremants 1O THO = 1xH0 | 1HO (O 277 -277v |() 10 - GRAY
OPTIONAL
DIMMING

(O D1A - Lutron Ecosystem®
3 wire, wired in factory

(O D1B - Lutron Ecosystem® H-Series
BUS supply, wired in factory

(O D10 - 0-10V dimming
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