
Architectural downlight

Source: 39W or 70W PAR 30 metal halide medium base or 
CDM-R111 GX8.5 base (not included).

Optics: Each optical assembly is adjustable in all axes 45° for 
MHR and 30° for MH. A wide range of optical accessories is 
available.

Mounting: Multiple is supplied with 22 gauge galvanized sheet 
metal plaster frame.

Body: Die cast aluminum optical assembly and frame w/ black 
steel housing, connection box and fasteners.

Electrical: Universal high efficiency electronic ballast, 
120V-277V.

Finish: White RAL9003 or gray RAL9006 painted finish. 
RAL custom color available upon request.

Weight: TBC

Warranty: 1 years limited warranty.

Certification: cULus listed.

Ratings: Damp location, IP20.
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MOUNTING (INCLUDED)

 MUL-210C-KIT - Open ceiling frame

Dimensions: 9-1/2" x 14-1/8" (241mm x 359mm)
Hanger bars: 14-1/4" to 26" (362mm x 660mm)
Total weight: TBC
Clearance: 9-3/4" (248mm)

Ceiling thickness: Min: 1/8" (3mm), Max 1-3/8" (35mm)
Cut-out dimension: 6-1/2" x 6-1/2" (165mm x 165mm)

INSTALLATION INFO

9-1/2"

4-3/4"

14-1/8"

 -           -        -
FINISHLAMPINGMODEL VOLTAGE

8210
MODEL

UNV- 120-277V

VOLTAGE
01 - White

10 - Gray

FINISHLAMPING
MH35
MH70
MHR35
MHR70
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MUL-210C-KIT

Mounting Minimum clearance height

9-3/4" (248mm)

ACCESSORIES (TO BE ORDERED SEPARATELY)
*Maximum of 1 accessory by optical assembly.

8212-05 - Red glass

8212-06 - Yellow glass

8212-09 - Sky blue glass

8212-00  - Frosted glass

8212-24 - Clear glass

8211 - Cross baffle
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