LINEAR LASER BLADE Type:

SPECIFICATION SHEET

SURFACE - SINGLE MODULE WITH INTEGRAL POWER SUPPLY Project:
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Elegant LED profile systems with small aperture, only 1.5". Available
in two different sizes. Modular continuous systems configured to
obtain bespoke solutions by incorporating Laser Blade modules from

iGuzzini.

Luminaire characteristics:

Power input: 13 to 37W per module
Lumens: 350 to 2200Im per module (3000K, 90CRI)
Luminaire efficacy: Up to 60Im/W

Source:

Lumen maintenance:

White LED (LM-80 tested)

2700K : 95CRI

3000K : 90CRI or 95CRI

3500K : 95CRI

4000K : 95CRI

80% of initial lumens at 50 000 hours
(L80) (LM-79 tested).

Optics:

Spot, Flood, Wide Flood or Wall Washer.

Material:

Profile: Extruded aluminum

Body and End caps: Die-cast aluminum
Cover plate: Extruded aluminum

Baffles and reflector: Thermoplastic

Wall Washer Diffuser: PMMA ribbed acrylic.

Mounting:

Surface mounted using anchoring screws.
Installs onto a standard 2" or 4" junction box (with
square or rectangular white painted canopy).

Electrical:

Integral high efficiency electronic power supply,
rated 50 000 hours, 120-277V.

Dimming:

0-10V down to 15%,

0-10V down to 1%,

Leading and trailing edge down to 15%,
Lutron Hi-lume 1%,

Finish:

Powder coated profile, cover plates and canopy.
Baffle supplied in black color finish.
See page 6 for details.

Weight:

TBC

Warranty:

5 year limited warranty.

Ratings:

1P20

Certification: c@us

cULus listed for damp location
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DIMENSION AND CONFIGURATION

HIGH PROFILE (3654)
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S - Symmetric configuration

BOTTOM VIEW
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COMPACT PROFILE (3664)
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MOUNTING
JB - Square canopy for 4" junction box J2 - Square canopy for 2" junction box
Centered adapter plate to cover a standard 4" junction box. Centered adapter plate to cover a standard 2" junction box.
4"
(114r?nm) N " 4%" PR 2Y"
T (114mm) (64mm)
42"
Lofo]o[o]o] [olo]o]o]o]
(114mm)
v
PB - Rectangular canopy for 4" junction box P2 - Rectangular canopy for 2" junction box
Long adapter plate to cover a standard 4" junction box. Long adapter plate to cover a standard 2" junction box.
|~————Length follows luminaire————— o 2"
+ f«——Length follows luminaire—————=| (64mm)
4y T
[ EEEEE| | (11amm) I EEEEE| |
v
BOTTOM VIEW
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PHOTOMETRIC DATA
Visit sistemalux.com for complete photometric data.
CCT CRI LOAD OPTIC LUMENS EFFICACY MAX CANDELA MODELS
(K) (W) (Im) (Im/ W) (cd)
Spot 725 55 7780 P137
Flood 735 56 2520 MK37
3000K 90 13W -
Wide Flood 765 58 1345 MK38
Wall Washer 355 27 280 N328

Refers to one module*

Spot 12° (3000K, 90 CRI) Flood 32° (3000K, 90 CRI) Wide Flood 48° (3000K, 90 CRI) Wall Washer (3000K, 90 CRI)

cpbo 90° cb o 90° cD 0 90° cpbo 90°

1317 433 233 48

2633 70° 867 70° 467 700 97 70°

3950 1300 700 145

5267 50° 1733 50° 933 50° 193 50°

6583 2167 1167 242

30° 30° 30° 30°
7900740 2600740 1400 =" 29040
m-0°H m-0°H m-0°H m-O0°H m-90° H
Center Beam fc Beam Width ft Center Beam fc Beam Width ft Center Beam fc Beam Width ft
P 1968 0.4 P 630 1.4 21t 337 1.8
4t 492 0.9 4t 158 2.2 st 84.2 3.5
ot 219 1.3 ot 70.1 34 6it 37.4 5.3
8it 123 1.8 8it 39.4 45 st 2141 7.0
10ft 78.7 2.2 10k 25.2 5.6 10ft 13.5 8.8
11t 54.7 2.7 126t 17.5 6.7 121t 9.36 10.6
Spot 1455 58 15730 P140
Flood 1470 58 5040 MK40
3000K 90 25.5W
Wide Flood 1525 61 2695 MK41
Wall Washer 715 28 560 N332

Refers to one module*

Spot 12° (3000K, 90 CRI) Flood 32° (3000K, 90 CRI) Wide Flood 48° (3000K, 90 CRI) Wall Washer (3000K, 90 CRI)
cb o 90° cbo 90° cb o 90° cDO 90°
2667 850 467 95
5333 70° 1700 70° 933 70° 190 70°
8000 2550 1400 285

10 667 50° 3400 50° 1867 50° 380 50°

13333 4250 2333 475

30° 30° 30° 30°
1600070 5100740 280044 570400
m-0°H m-0°H m-0°H m-0°H m-90°H
Center Beam fc Beam Width ft Center Beam fc Beam Width ft Center Beam fc Beam Width ft
P 3936 0.4 o 1261 1.1 2t 674 1.8
aft 984 0.9 4t 315 2.2 st 168 3.5
6t 437 1.3 6t 140 3.4 ot 74.9 5.3
sit 246 1.8 st 78.8 45 o 4241 7.0

10ft 157 2.2 10k 50.4 5.6 10t 27.0 8.8

126t 109 2.7 128t 35.0 6.7 121t 18.7 10.6

* Use multiplier table for other CCT and CRI output data

CCT options 2700K 3000K 3000K 3500K 4000K
CRI options 95CRI 90CRI 95CRI 95CRI 95CRI
Multiplier 0.93 1 0.93 0.94 1
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PHOTOMETRIC DATA
Visit sistemalux.com for complete photometric data.
CCT CRI LOAD OPTIC LUMENS EFFICACY MAX CANDELA MODELS
(K) (W) (Im) (Im /W)
Spot 2180 58 23615 P143
3000K 2 37W Flood 2205 59 7 565 MK43
Wide Flood 2290 61 4040 MK44
Wall Washer 1075 29 N334

Refers to one module*

Spot 12° (3000K, 90 CRI) Flood 32° (3000K, 90 CRI)

Wide Flood 48° (3000K, 90 CRI)

Wall Washer (3000K, 90 CRI)

cD o 90° cbo 90° cD o 90° cD o 90°
4000 1267 683 142
8000 70° 2533 70° 1367 70° 283 70°
12 000 3800 2050 425
16 000 50° 5067 50° 2733 50° 567 50°
20 000 6333 3417 708
30° 30 30° 30°
2400070 7600700 4100~ . 850 o0
m-0°H m-0°H m-0°H m-0°H  m-90°H
Center Beam fc Beam Width ft Center Beam fc Beam Width ft Center Beam fc Beam Width ft
21t 5904 0.4 ot 1891 1.1 2t 1011 1.8
st 1476 0.9 4t 473 2.2 st 253 3.5
oit 656 1.3 sit 210 34 ot 112 5.3
st 369 1.8 sit 118 4.5 sit 63.2 7.0
10t 236 2.2 10ft 75.7 5.6 10 404 8.8
12 164 2.7 12ft 525 6.7 12 28.1 10.6
* Use multiplier table for other CCT and CRI output data
CCT options 2700K 3000K 3000K 3500K 4000K*
CRI options 95CRI 90CRI 95CRI 95CRI 95CRI
Multiplier 0.93 1 0.93 0.94 1
WALL WASHER DIRECTION (COVER PLATE POSITION)
Only applicable for Asymmetric configuration and Wall Washer models.
L - LEFT COVER PLATE R - RIGHT COVER PLATE
Wallsurface [- o = -, 7" <. . T g T T e T e gl N B . . N

Cover plate

TOP VIEW
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Cover plate
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ORDERING INFO
-S- - - - - RESET INFO
FIXTURE
MODEL
D 3654 - High profile - 4%" (116mm) D 3664 - Compact profile - 3%%" (89mm)
LAYOUT
B s-singe
CONFIGURATION
[ ] S -symmetric [ ] A -Asymmetric
MOUNTING
[ ] JB -Square 4" junction box | | PB - Rectangle 4" junction box
[ ] J2-square 2" junction box [ | P2 - Rectangle 2" junction box
MODEL OPTIC 4000K, 95CRI 3500K, 95CRI 3000K, 95CRI 3000K, 90CRI 2700K, 95CRI
Spot [] P4s4 [ ] P138 [] P137 [] P139
LB05 Flood [] Pa85 [] mQs9 [ ] MK37 [ ] MM85
Wide Flood [ ] MK36 [ ] P486 [ ] mQ9o [ ] MK38 [ ] MM86
Wall Washer [ ] N327 [ ] P496 [ ] N328 [ ] P150
Spot [ ] pag7 [] P141 [ ] P140 [] P142
LB10 Flood [ ] P4ss [ ] mQo1 [ ] MK40 ] Mm87
Wide Flood [ ] MK39 [] P48 [ ] MmQ92 [ ] MKa1 ] Mmm88
Wall Washer [ ] N331 [ ] pa97 [ ] N332 [ ] P152
Spot ] P490 [] P144 [] P143 [] P145
LB15 Flood [] P491 [] MQ93 [] MK43 [] Mm89
Wide Flood [ ] MK42 [] P492 [ ] MQ94 [ ] MK44 ] MM90
Wall Washer [ ] N333 [ ] pa9s [ ] N334 [ ] P153

WALL WASHER DIRECTION (COVER PLATE POSITION) *only applicable for Asymmetric configuration

D N - Not applicable

[]L-Left

VOLTAGE

[ ] UNV - 120-277v

FINISH

(Profile finish / Cover plate finish / Baffle finish)

00000
00000

[ ] 22 - Gray/Black/ Black
D 10 - Gray / Gray / Black

DIMMING

[ ] R-Right

[ ] 120 -120v

[ ] D10 -0-10V (down to 15%)@

[ ] DO1 - 0-10V (down to 1%)®@

MDimming D2B not available with LB05 model.
15% dimming options: For leading and trailing edge and 0-10V (LTE and D10), the dimming levels will vary depending the dimmer used and the number of luminaires on the line.
©®Dimming options only available for High Profile with Symmetric configuration.

“Dimming D10, D01 and D2B only available in UNV.
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[ ] 21 - White / Black / Black

[ ] 01 - White / White / Black

D LTE - Leading and trailing edge
(120V only) (down to 15%)®

00000

[ ] 02 -Black/Black / Black

D D2B - Lutron Hi-lume® 1% BUS supply,

D D3 - Lutron Hi-lume® 1% 2-wire leading edge

(120V only) (down to 1%)®

(down to 1%)®E@
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